CIMRON

CIMARRON ENERGY INC.

Product Line Specifications

Model: ECD-2-24-64

Operational Design

Lower Operating Pressure: 1 0z/in’
Upper Operating Pressure: 10 oz/in’
TVOC Destruction Efficiency: ~ >98% DRE when operated within pressure range

Calculated Flow Capacity Curve

Cimarron 24" Standard ECD Flow Curve
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Mechanical Design
Overall Dimensions: 24” DIA x 100" Height
Weight: Approx. 720 pounds (excludes Concrete Pad)
Burner: 64 Orifices
Stack: Un-Insulated
Stack Internal Operating Temperature: 500 — 1200°F
Design Structure Wind Loading: N/A — less than 20 ft tall
Ambient Temperature: -20t0 120 °F
Electrical Area Classification: Non-hazardous
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CIAAARRON

CIMARRON ENERGY INC.

Model: ECD-2-30-88

Operational Design

Lower Operating Pressure: 1 oz/in’
Upper Operating Pressure: 10 oz/in’
TVOC Destruction Efficiency:  >98% DRE when operating within pressure range

Calculated Flow Capacity Curve

Cimarron 30" Standard ECD Flow Curve
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Mechanical Design
Overall Dimensions: 30" DIA x 102" Height
Weight: Approx. 810 pounds (excludes Concrete Pad)
Burner: 88 Orifices
Stack: Un-Insulated
Stack Internal Operating Temperature: 500 — 1200°F
Design Structure Wind Loading: N/A — less than 20 ft tall
Ambient Temperature: -20to 120 °F
Electrical Area Classification: Non-hazardous
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CIMARRON ENERGY INC.
#

Model: ECD-2-48-210

Operational Design

1 oz/in’
10 oz/in’

Lower Operating Pressure:
Upper Operating Pressure:
TVOC Destruction Efficiency:

Calculated Flow Capacity Curve

>98% DRE when operating within pressure range

Cimarron 48" Standard ECD Flow Curve
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Mechanical Design

Overall Dimensions:

Weight:

Burner:

Stack:

Stack Internal Operating Temperature:
Design Structure Wind Loading:
Ambient Temperature:

Electrical Area Classification:
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48" DIA x 139" Height

Approx. 1,750 pounds (excludes Concrete Pad)
210 QOrifices

Un-Insulated

500 — 1200°F

N/A — less than 20 ft tall

-20to 120 °F

Non-hazardous
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CIMARRON ENERGY INC.

Model: ECD-3-60-440

Operational Design

Lower Operating Pressure: 1 0z/in’
Upper Operating Pressure: 10 oz/in’
TVOC Destruction Efficiency: ~ >98% DRE when operating within pressure range

Calculated Flow Capacity Curve

Cimarron 60" Standard ECD Flow Curve
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Mechanical Design
Overall Dimensions: 60" DIA x 161" Height
Weight: Approx. 2,150 pounds (excludes Concrete Pad)
Burner: 440 Orifices
Stack: Insulated
Stack Internal Operating Temperature: 600 — 1500°F
Design Structure Wind Loading: N/A — less than 20 ft tall
Ambient Temperature: -20to0 120 °F
Electrical Area Classification: Non-hazardous
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CIMARRON ENERGY INC.

Model: ECD-3-48HV-90

Operational Design

Lower Operating Pressure: 1 0z/in’
Upper Operating Pressure: 10 oz/in’
TVOC Destruction Efficiency:  >98% DRE when operating within pressure range

Calculated Flow Capacity Curve

Cimarron 48" HV ECD Flow Curve
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Mechanical Design
Overall Dimensions: 56" Square Base x 303" Height
Weight: Approx. 4,380 pounds (excludes Concrete Pad)
Burner: 90 Orifices (F-90)
Stack: Insulated
Stack Internal Operating Temperature: 800 — 2000°F
Design Structure Wind Loading: 90 mph 3sec Wind Gust per ASCE 7-05
Ambient Temperature: -20t0 120 °F
Electrical Area Classification: Non-hazardous
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